STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

TOTAL BILL OF MATERIAL

GENERAL NOTES

] ~ -
J. inf # - 5 g UNT SUPFR T
1. Reinforcement bars shall conform to the requirements of ASTHM A 706 ITEM UNIT SUPF | SUB ‘ OTAL
Gr 60. Scc Special Provisi § = = ; = : =
| INDEX OF SHEETS Concrete Removal Cu'vd. | 29.9 0.4 30.3
2. Reinforcement bars designated (£) shall bs epoxy coafed. Protfective Shield Sg. vd. 1,093 1093
1. General Plan and Elevalion Conerete Siromtore Cu. v 0.4 0.4
3. Prior fo pouring the new concrefe deck, ail heavy or loose rust, loose mill 2. General Notes, Bill of Waterial and Index of Sheets | Lonerele oiruciurss wu 1o i :
scale, and other loose or pctentially detrimental foreign material shall be 3. Stage Censtruction Details Concrete Superstructure Cu. Yd. 29.9 29.9
removed from the surfaces in contact with concrete. Tightly adhered paint may 4. L Vaulted Span and Approach Slab Repairs o P p .
L L M y . : I - . ’ g eck Grooving Sq. vd. 1,394 1,394
remain unless otherw nofed.  Removal shall be accomplished by methods 5. t Repairs Bridge Deck Grooving .
that will not damage the steel and the cost will be included in the pay item 8. nt Details Profective Coat Sq. Yd. | 1499 4499
Jer | oF # P e i o ; ; "
covering removal of the existing concrofe. ) ) o 7. freformsd Joint Sirip Seof Yeinforcement Bars, Epoxy Coated Pound | 5.560 5 5,610
As directed by the Engineer, existing construction accessories welded to the 8. Substructure Repairs - -
top flange of beams and girders shall be removed. The weld areas shall be 9. Bar Spiicer Assembly Details Bar Splicers i Each 7 i
ground flush and inspected for cracks using magnelic particls festing (T) or 0. Existing Flan Information Preformed Joint Strip Seal Foot 1415 1415
dve penctrant testing (PT) by qualified personnel approved by the £ngincer. . — - pE— o
Any cracks that cannot be removed by grinding 'y inch deep shall be identifi Concrete Sedler 5q. 1. 1,453 927 5,380
and reported to the Bureau of Bridges and Structures for further disposition. Bridge Deck Latex Concrete Overlay, 2l Sq. Yd. 1,433 1,433
I'he cost of removing weldsd accesscries, grinding and inspecting weld areas P R o =
ond grinding cracks will be paid for according to Article 109.04 of the Structural Repair of Concrete (Depth Greater than 5 Inches) Sq. FH 13 13
Standard Specifications. Structural Repair of Concrete (Depth Equal to or Less than 5 Inches) Sq. F1. 4 4
N . i R o . . pprodc b Repair (Partial Ds, Sq. Yd. 19 19
4. Plan dimensions and details relative fo exisling plens are subject to nominal Approuch Slab Repair (Pariial O DW 7. 19 i
construction variotions. The Contractor shall field verify existing dimensions and Bridge Deck Hydro-Scarification, 24" 5q. Yd. 1,433 1433
etail. Fil censt) o ke cess appre Hustment. i = ; Nant - <H Y
dstails affecting new cons ruction 3/7.d make nffes;ar‘}‘/ pproved adjustments prior Deck Siab Repair (Full Depth., Type I) Sq. vd. £3.3 233
to construction or ordering of materials. Such varialions shall not be cause for —
additional compensation for a change in scope of the work, however, the Deck Slab Repalr (Full Depth, Type II) Sg. Yd. 6 6
Ci F i/ ? ro# i tfually £ ishe. i N - S . N N e =
:onr:}ooor M;/// be paid for the quantity actually furnished at the unit price bid Cleaning and Puinting Exposed Rebar (Special) Sq. Ft. 21 21
for the work. - -
Clean and Reseal Relief Joint Foct 89.5 89.5
5. Concrete Sealer shall be applied to the parapets, 307 approach
slabs, abutment seats and abuiment backwalls. All surfaces to be sealed shall
be cleaned thoroughly prior to sealer application. (Cost included with Concrere
Sealer.
6. The existing structural steel coating contains lead. The Contractor shall lake

appropriate precautions to deal with the presence of lead on this project.
7. Stage construction shall be utilized io maintain traffic during consfruction.

8. The Confractor shail exercise care during removal of existing joints to ensure that
the slab, beams and diaphragms’ integrity wiil not be detrimentally impacted. The
Contracter shall repair any damage(s) to the slab, beacms and diaphragms caused by

his operation as directed by the Engineer af no additional cost to the Department.

w0

Protfective Coat shall be applied to the new Bridge Deck Latex Concrefe Overiay
and Concrete Supersiructures

10. Joint openings shall be adjusted according to Article 520.04 of the Std. Specs. when
the deck is poured at an ambient temperature other than 50°F.
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